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How This Document is Organized

This document outlines the creation of the various types of touchcdls and indicator lights
possiblewith Designer 5.04. There are severd didog boxes and index tabs that are
common to the mgority of the touchedls and indicator lights. These didog boxeswill be
addressed as they are encountered. When they occur again in the creetion, they will only
bereferenced to and not explained again in detail. For this reason, it is suggested that the
user read this entire document before cresting any type of touchcd| or indicator light.

A Note on Touchscreen Projects

In order to use the features described in this technote, the operator interface panel being
used must contain firmware version 4.10E or greater.

If auser atempts to create atouchcdl in aproject file that was created using a previous
verson of Designer, they will be asked if they wish to trarsform their old touchedlsinto
the new format that is used by Designer 5.04.

If the pand being used doesn’'t have firmware verson 4.10E or greeter, sdlect No. The
user will then be able to create touchcd s using the methods implemented in previous
Desgners.

If the pandl being used does contain firmware verson 4.10E or greater, sdect Yes. Doing
30 will transform the touchcells into the new format.
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The Display Window

The display window is a preview window that will appear whenever the user begins
defining atouchcell. This window alows the user to see how the touchcd| will look
beforeit isactually crested and placed into a project file.

Clicking the left mouse button on the touchedl in the preview window will Smulate
pressing the touchedl. Clicking theright mouse button in the preview window will
amulatetheindicator light ar the light on the illuminated touchcdl changing State.

The TouchScreen Menu

The TouchScreen menu will gppear whenever the user has sdected a touchscreen pand
in the Desgner software. The menu items include:

Show Touchscreen Grid — Thiswill show the grid in which touchcells can be created.
Touchcells can be made as smdl as asingle character and as large as the entire screen.

Show Touchscreen Cells — This fegture gives the user the ability to view or not to view
the touchcdlsin the project file. If thisitem is selected, the user will be able to seethe
touchcdls as they will gopear on the pand. If thisitem is not sdlected, the user will not
be able to see the touchcdlsin the project file. Note: Whenever the project fileis
downloaded, all touchcellswill be visible on the operator interface panel.

Show Toolbox — This sdlection dlows the user to toggle the Toolbox on and off. The

Todbox isafloaing toolbar that is used to create various types of touchedls and
indicators. In order for the user to create touchcdlls, thisitem must be sdlected.

Dedlete All Touchcells— Thisdlows the user to ddete dl of the touchcdls and associated

graphics and commands on the current page of the project file.

Sdlect Touch Font — This alows the user to select the font to be used for a particular
touchcdl. Onceafont is sdlected, it will continue to be used for dl touchcels that are
subsequently creeted. This font is NOT a global font and may be changed at any time
without affecting any of the previoudly created touchcells.
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The Toolbox
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Fgure 1
The Toolbox is afloating toolbar that is used to create various types of touchcdlsand
indicators. To create atouchedl or indicator, click and drag an areaand sdlect anicon
from the Toolbox.

Theicons and what they represent are listed below:

- Pandl Key

A
- ASCI| Character

@ - Pushbutton
@)

- llluminated Pushbutton

@ - Sdector Switch

- Indicator Light

- Generic Commeand (Pand Key, Macro Command, ASCII Character)
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Creating a Touchcell as a Panel Key

To create atouchcell as apand key, select the area where the touchcell isto be located
and dlick on the Panel Key icon inthe Toolbox. Daing so will bring up the didog box
shown in Hgure 2.

Panel Key Properties I

........................ ™,
General: T Tewt and Colors T Euztom

- Looks

" Simple rounded
& Rounded 3D

" Simple square Select panel key _._
" Square 3D
 Windows
" Custom

0OK Cancel Help

Fgure 2

Within the General index tab, the user can pecify how the touched | isto look by
secting one of the radio buttons within the Looks area of the diaog box.

By dicking on the Select panel key ... button, the user will be able to select the pand key
that the touchcell isto represent. The key that is selected will be highlighted so thet is

appears as adifferent shade from the other keys. To access keys other than F1 through
F8, click on theright arrow located on the dide bar undernegth the function keys.

Change/¥iew Panel Key Assignment

Fgure 3
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Clicking onthe Text and Colors index tab, will display the didog box shown in Figure 4.

Panel Key Properties I
General | TestandCoiors | Custom i
Legend |FB | Fag -_v_! Bg I:I_v_!

Tranzparent v

Background On OFf

~ Legend pozition

" Top ¥ Center Select Font ___ |

0OK Cancel | Help

Figure 4

Legend dlows the user to specify the text that is placed ether on or on top of the
touchcdl. The postion can be sdected by choosing ether the Top or Center radio button
within the Legend position section of the didog box.

Fg indicates the color of the touchcell text. Bg indicates the background color of the
touchcdl. This color will only be seen when the Transparent checkbox is marked. The

Bg color will gppear as the background color of the text entered in the Legend box.

On shows the color that the touched | will bewhen it is pressed, while Off indicates the
color that the touchedl will be when it isin the not-pressed state.

Clicking onthe Select Font ... button will alow the user to sdlect the font for the

touchcell. Thisisshown in Fgure 5. Kegpin mind thet thisisNOT aglobd setting. It
is possble to use different fonts on al of the touchcdlsin asngle project file.
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Font

Font: Font style:

Im Bold
m Regular
Aral Black e

Italic
T Arial Narmow
T AvantGarde Bk BT

Bold Italic
% AvantGarde Md BT
T BankGothic Md BT
T Benguiat Bk BT =l El
- Effects ~Sample
[ Shikeout
[ Undeiline AaBbeZz
Color:
!- Black ;I Script:
| !Westem _:_!
Fgure 5

Within the General index tab, if Customis selected within the Looksportion of the didog
box, the user will be able to import bitmap graphics for the different Sates of the

touchcdl. For example, if Custom were sdected in this example, the Customindex teb
would gppear asis shown in Figure 6.

Panel K.ey Properties

|
General ]/ Text and Colors T Custom: )
State
On
Load image ..
—lmage source -
' External " Library
oK Cancel Help

Fgure 6
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The graphic to be imported can be loaded from disk or from the Graphics Library thet is
ingaled with the Designer software.

To import agraphic from disk, perform the following seps:

?? Click on the External radio button within the Image sour ce portion of the didog box.

?? Click on the Load image ... button.

?? Sdect the path and the filename of the bitmap graphic that you wish to import.

?? Thiswill bring up adidog box that will dlow the user to ecify the labd thet is
associaed with the graphic (which defaults to the filename without the extenson) and
whether or not to reverse the image.

To import a grgphic from the Grgphics Library, perform the following steps.

?? Click on the Library button within the |mage sour ce portion of the didog box.

?? Click onthe Load image ... button.

?? Thiswill bring up adidog box in which the user can choose to use a graphic from the
Graphics Library or agrgphic that is dready used dsewhere in the project file. To
use a grgphic from the Graphics Library, sdect the External radio button within the
Library source portion of the didog box. To use agraphic that is used in the current
project file, sdect the Current Project radio button.

?? Click on the name of the grgphic that isto be used (apreview of the graphic thet is
sdected will be shown) and dick on the Import button.

?? Another didog box will gppear thet dlows the user to specify the labd that is
associaed with the graphic (which defaults to the filename without the extension) and
whether or not to reverse the image.
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Creating a Touchcell as an ASCII Character

To create atouchcdl as an ASCI| character, sdlect the area where the touchedl isto be
located and click on the ASCII Character icon in the Toolbox. Doing o will bring up the
didog box shawn in Fgure 7.

ASCIH Character Properties I

",

General T Text and Colors T Cuiztam

- Looks

" Simple rounded
& Rounded 3D

" Simple square Type character EI
" Square 3D
 Windows
" Custom

0OK Cancel Help

Fgure 7

The user can specify how the touchcell gpears by sdecting one of the radio buttons the
Looks portion of the General index tab. The ASCII character that isto be transmitted
when the touchcdll is pressad can be entered in the Type character box.

The legend and colors of the touchcell can be specified within the Text and Colors index

tab. Cugtom images can be imported by sdlecting the Custom radio button within the
General index tab and then sdecting the Custom index tab.
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Creating a Touchcell as a Pushbutton

To create atouchcdl as a pushbutton, sdect the area where the touchcell isto be located
and dick on the Pushbutton icon in the Toolbox. Doing so will bring up the didog box
shown in Hgure 8.

Pughbutton Properties I
General T Text and Colors ]/ Reference T Custom 1
- Behavior
* Momentary
" Simple square " Maintained
i~ Square 3D T On
" Windows O
" Cusgtom
oK Cancel Help
Fgure 8

The gppearance of the pushbutton can be chosen by sdecting aradio button from the
Looks portion of the General index tab. The action of the pushbutton can be sdected by
picking aradio button from within the Behavior portion of the General index tab.

The legend and colors of the pushbutton can be specified within the Text and Colors
index tab. Cugtom images can be imported by sdecting the Customradio button within
the General index tab and then sdlecting the Customindex tab.

The memory location that the pushbutton affects can be set up by sdlecting the Reference
index tab and dicking on the Button reference ... button. Thiswill bring up the didog

box shown in Fgure 9, which alows the user to sdect the exact memory location to be
written to. Thisdidog box will contain the data types thet are present in the PLC being
used.

PN# TN100-0.DOC - Ver. 1.00 Page 9



EXOR
reome o TECH-NOTE

Siemens Simatic 55 Define Field ver. 3.08

— PLC Reference 0
Data Type DB Offset Address |—I

Ereerem— ] 0 | [0 ][ [psiooos | Concel |
[ ata Format — Left/Right Byte Bit Index

|B|T L“ | gL CR Delete I

% Low Priority ¥ High Priority

Help I

Fgure9

Creating a Touchcell as an llluminated Pushbutton

To create atouchcd| as an illuminated pushbutton, sdect the area where the touchedll is
to be located and dlick on the Illuminated Pushbutton icon in the Toolbox. Doing o will

bring up adidog box exactly like the one shown in Figure 8.

The only difference between an illuminated pushbutton and a pushbutton is thet the face
of the illuminated pushbutton can reflect the atus of abit inthe PLC. The memory
location whose satus is shown on the face of the button can be specified by sdlecting the
Reference index tab and dicking on the Light reference button.

PN# TN100-0.DOC - Ver. 1.00 Page 10



EXOR

reemonc ke | ECH-NOTE

Creating a Touchcell as a Selector Switch

To create a selector switch of N sates (where N represents an integer from 2 through 4),
the user mugt select an areathat isN characters wide, or some integer multiple of N

characters and then dlick on the Sdlector Switch

icon in the Toolbox.

For example, if the user wishes to create a 3 pogtion selector switch, the salected area

mug beather 3, 6, 9, 12 ... characterswide.

Once the user dicks on the Selector Switch icon, the didog box shown in Figure 10 will

appear.

Selector Switch Properties

=

",

General T Text and Colors T Beference T Cuztom
~ Looks — Humber of statez —

e e .
& Hounded 30
" Simple square 3
" Square 3D

v 4
" Custom =

oK Cancel Help
Fgure 10

From within this didog box, the user can specify the looks of the selector switch, aswell

as the number of states.

By sdecting the Text and Colors index tab, the user can define the legend for each Sate
of the touchcdl, as well asthe color scheme, which is shown in Fgure 11.
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Selector Switch Properties

General

T Text and Colors 3/

Beference T

Custom

State

’ 1. state

=]

Background

@ Top

rLegend position

ngend IMutur On

[ On

C Center

[__EIgr

Transparent [

(=1 o

Select Font __.

oK

Cancel

Help

Fgure 11

Likewise, by sdlecting the Reference index tab, the user can configure what memory
location in the controller is affected by each sate of the sdector switch. Thisis depicted

in Hgure 12.

Selector Switch Properties
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General T Text and Colors T Reference B/ Custom
State 3. state :_j
State reference IDm 0D0.8
OK Cancel Help
Figure 12
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Creating an Indicator Light

To create atouchcd | as an indicator light, salect the area where the touchcell isto be
located and click on the Indicator Light icon in the Toolbox. Daing so will bring up the
didog bax shown in Hgure 13.

Indicator Light Properties
General H/ Textand Colors T Beference T Custom
Looks

C Simple rounded

C Simple square
C Square 3D
C Custom

OK Cancel Help

Fgure 13

The legend and colors of the indicator light can be specified within the Text and Colors
index tab. The memory location in the controller thet the indicator light isto reflect can
be specified within the Reference index tab.
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Creating a Touchcell as a Generic Command

To create atouchce | as ageneric command, select an areafor the touchcel and then
dick on the Generic Command icon in the Toolbox. Thiswill bring up the didog box
that is shown in Hgure 14.

Generic Command Button Properties
General a/ Textand Colors 3/ Beference T Custom
Looks Functionality —————————

C Simple rounded

C Rounded 3D C Panel key

e Slmple s“Tfare ® Command macro

@ Square 3D,

' No graphics O ASCIl key l

C Windows

C Windows + Custom

O Custam Configure function ...
OK Cancel Help
Fgure 14

The looks of the touchcdl are defined exactly as they were before. To define the

functiondity of the touchcell, select one of the three radio buttons within the
Functionality portion of the didog box and dick on the Configure function ... button.

Depending on the functiondity selection, the user will get elther alist of pand keysto
choose from or thelist of macro commands available. If ASCII key is chasen, the user

smply needsto enter the character to be sent in the box beside of the ASCII key radio
button.

The legend and colors of the pushbutton can be specified within the Text and Colors
index tab.

An LED indicator can be added to atouchedl if, within the Looks portion of the General

index tab, Windows, Windows + Custom or Customis sdected. If thisisthe case, the
Reference index tab will appear asisshown in Figure 15.
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Generic Command Button Properties m

General T Text and Colors T Beference 3/ Custom
X Attach to controller reference
Button reference ... |DB1U Do.g
OK Cancel Help
Fgure 15

By marking the Attach to controller reference box, the user will be adle to dick on the

Button reference ... button. Thiswill alow the user to specify abit in the controller
whose status will bereflected by the LED on the touchcell.

Technical assistance may be obtained :
In North America EXOR at 1-513-874-4665

In Europe EXOR Italy 045 - 8779068
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