
CUBE67+ BUS NODE

Prof iNet IO

Cube67+
PROFINET IO

Connect ion cables are in the online shop under "Connect ion Technology". Housing fully
potted. Cube67+ modules can only be operated on Cube67+, EtherNet/IP, PROFIBUS +
PROFINET bus nodes.
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Co nnectio ns

Fieldbus Ethernet 10/100Mbit/s; M12, D-coded

Sensor-system/actuator supp ly 7/8", 5-po le, 2 × max. 8 A

Internal system connection 4 × M12 (female) A-coded, 6-po le, 2 × max. 4 A

Mo dule supply

Operating vo ltage 24 V DC (EN 61131-2)

Current consumption max. 200 mA

General data

Protection IP67

Mounting method 2-ho le screw mounting

T emperature range 0...+55 °C (storage temperature -20...+75 °C)

Dimensions H × W × D 151×62×40.5 mm

PRO FINET

Addressing DCP

Specification V2.2, Conformance Class B

Cube system

Module capacity max. 32

I/O capacity max. 1 024 Byte (Input), max. 1 024 Byte (Output)

Machine Option Management yes

No. o f masterports (IO-Link) max. 128

Diagno stic

Communication status via LED and BUS

Diagnostic via LED per module and channel

Diagnostic via BUS per module and channel

Monitoring - under vo ltage yes

Monitoring - no vo ltage yes

Short-circuit and overload yes

Co mmercia l data

country o f orig in DE

customs tariff number 85389099

EAN 4048879294027

eClass 27242608

Pakke-enhed 1

INTERNT datablad for artikelnummer 56526

Op lysning e rne  i d e nne  b ro chure  e r ud arb e jd e t me d  d e n største  o mhu.
Liab il i ty fo r the  co rre ctne ss co mp le te ne ss and  to p icality o f the  info rmatio n is  re stric te d  to  g ro ss ne g lig e nce . Ve rs io n: 09/18

Murre lektron ik ApS | Gas værks ve j  30A, s t | 9000 Aa lborg  | Fon +45 9635 0606 | Fax | s hop@m urre lektron ik.dk | s hop.m urre lektron ik.dk


